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BB0211 NPT FOIL ADHESIVE 

 

 

Product Overview: 
 
Print BB0211 NPT Foil Adhesive directly to the garment or to the foil transfer sheet. Apply it to the textile by the transfer method. BB0211 NPT  
Foil Adhesive is a premium adhesive with increased viscosity and adhesive properties that helps the adhesive to lay on top of the fabric providing 
a greater surface area as well as providing better adhesion of the foil design to the print. The BB0211 is a Non-Phthalate formulation which 
complies with regulations regarding printing onto children’s wear. This product is also processed with a smoother consistency with less clogging 
in the mesh for application to t-shirts and other textile garments. 
 
 Using a heat transfer press, the foil is transferred to the fabric over the BB0211 Foil Adhesive that has been previously direct printed and cured, 
or, applied to the garment by the transfer method after being printed directly onto the foil sheet. 
 

Printing: 
 
Print the design using BB0211 NPT Foil Adhesive directly on the garment and cure the entire film at 300 degrees F. (149 degrees C.) 
 
Tip: Add small amounts of color similar to the foil color to the adhesive. That causes a crack in the foil to be less noticeable. 
 
Foil Application:  
 
Apply the plastisol heat transfer or direct print to the garment. If you have directly printed the Foil Adhesive to the garment cut the Foil sheet to 
the desired shape and place it color side up over the area where you want the foil effect. If Foil is not placed over the entire design, cover the 
exposed plastisol ink areas with release paper to shield them from the hot platen surface. The transfer press temperature should be set at 375° F 
(163°-177° C) with medium to high pressure for 6-8 seconds over a direct print. If using the transfer method of applying the BB0211 NPT Foil 
Adhesive to the foil sheet, transfer the design to the garment for 1-2 seconds at a temperature of 325°-350° F (163°-177° C.) using medium to 
high pressure. Allow the fabric and foil to cool completely before peeling. 
 
Washing Instructions: 
 
 Prints decorated with foil are not as durable as standard ink prints. Some dulling of the foil over time is to be expected with laundering and 
normal wear. To minimize this during laundering the garment should be hand washed inside out, using cool or lukewarm water and a non-
aggressive laundry detergent made for delicate wash cycles.  
 
Caution: Always test this product for curing, adhesion, and washing before using in production. 
 

Stencil:  
 
Use any direct emulsion or capillary film. 

 
 
Cleanup: 
Use any of the commercially available products for the cleanup of plastisol inks. 
 
Environmentally Friendly: 
 
Best of Brand Inks contains no leaded pigments and, when properly disposed of, has no environmental impact. Use a screen wash 
for plastisols for cleanup. Scrape screens carefully and store ink for reuse. Minimize unusable scrap ink by segregating ink by color. 
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